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BARiT  Box guTTeR  |   Details

As part of BARiT’s services, professional instal-
lation can also be included along with supp-
lying the BOXED GUTTERs. For a coupled and 
seamless integration, these are incorporated 
into resin concrete. Extensive standard versi-
ons offer a wide range of solutions. Additional 
types of sloping, thicknesses and profiles, and 
lateral or central floor drains can be special or-
dered on request. 
Stainless steel boxed gutters can be easily 
cleaned with our BARiT CLEANER.

FeATuRes

BARiT BOXED GUTTER is made of stainless 
steel. Boxed gutters are custom-made 
with integrated longitudinal sloping or 
longitudinal and transversal sloping.
Additional stability is provided throughout 
with inward facing grill supports, 
lengthwise reinforcement brackets and 
welded spacer ribbing. Not only the pro-
fessional bending of the material, but also 
the appropriate cover ensure a high load 
capacity. Depending on the customer‘s 
wishes, solid covers with and without anti-
slip surfaces and bar grates are available. 
The material thickness of 2 mm ensures a 
high thermal and mechanical resistance.

deFiniTion And PuRPose 

The BARiT BOXED GUTTER made of stain-
less  steel gets custom-tailored with longi-
tudinal and crosswise slopes integrated. 
High stability is assured by continuously 
edged grate plates, reinforcing angles 
with oblong holes and welded distance 
plates. 

Quick info
 custom-tailored
 integrated sloping
 stainless  steel
 solid covers
 easy cleaning
 mechanical stability
 resisting to thermal loads

Anti-slip panel mash grate grate

smooth panel
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BARiT  TRough ConVeYoR   |   Details

TYPE KasTEnrinnE

Material Stainless steel
AISI 304
1.4301

Material thickness 2 mm

Space between distances ca. 1 m

Surface chemically descaled

Built-in Fall 1 %

Cleaning BARiT  Cleaner*

Firesafety on demand

Cuff collar

Stabilizing angle joint

BARiT KH-Coating

Cement Flooring
with adhesive bridge, TYPE: CT-C35-F5

according to DIN 18560

Epoxy cement concrete

Grout in A1

Concrete slab
Finished class C 25

according to DIN 1045

* according to cleaning and care instructions

TYPE Kr 118 Kr 172 Kr 222 Kr 272 Kr 322 Kr 400

Overall Width 118 172 222 272 322 400

Channel Width 50 100 150 200 250 328

Cover Thickness 20 25 20-40 20-40 20-40 25-50

Cover Width 74 130 180 230 280 358

Max. Height 150 310 341 391 441 519

Min. Height 40 55 55 55 55 55

Drain Type 150-300 150-300 150-300 150-300 150-300 150-300

all measurements in mm

Bars provide mechanical stability and impact protection
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BARiT  Boxed guTTeR WiTh deViCe BAse   |   Details

Cuff collar

Stabilizing angle joint

BARiT KH-Coating

Cement Flooring
with adhesive bridge, TYPE: CT-C35-F5

according to DIN 18560

Type: Kitchen Floor
in R12 V4

Epoxy cement concrete

Concrete slab 
Finished class C25 / 25
according to DIN 1045

Device base made of 
porous concrete (Ytong)

V2A-Joint

Smooth KITCHEN TERRAZZO, R9, about 6 mm

Fabric reinforcement, approx. 1mm

Coving for KITCHEN TERRAZZO, R9

Device Base with Boxed Gutter

Quick info
 custom-tailored   integrated sloping
 stainless of V2A steel  easy cleaning 
 mechanical stability
 resisting to thermal loads




